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Description
The Synthetic Fiber gasket is cut from Synthetic Fiber rubber sheets.
The Synthetic Fiber sheet is made from synthetic fiber, natural rubber, filling material and dye, compressed and
calendered under high temperature and pressure into a sheet form.
Normal colour: Black with some white, blue or green-white, etc.

Item no.: KXT1400

Synthetic Fiber Rubber Gasket
Item no.: KXT1400

* Synthetic Fiber gasket cut from Synthetic Fiber
rubber sheet.
* Suitable for use as an oil-resistant jointing medium
for heat installations and engine sealing.

Typical Application
For static sealing in flange joint of pipeline, valve, shipping industry, oil, etc.

Styles
NCAF Gasket 1400: cut from Synthetic Fiber rubber sheets.
Temperature: 150℃, 200℃, 250℃, 300℃, 350℃, 400℃, 450℃.
Oil Resistant NCAF Gasket 1400OR: cut from Oil resistant Synthetic Fiber rubber sheets.
Temperature : 150℃, 200℃, 250℃, 300℃, 350℃, 400℃, 450℃.

Standard
ASME, JIS, JPI, ASNI, DIN, etc. Or manufactured gasket accordance customers requirements.

http://www.seal-china.com/
file:///E:\2014年工作文档\Kaxite%20网站\Kaxite%20产品资料\Braided%20Packings\Aramid%20Fiber%20Packing%20芳纶纤维盘根\Aramid%20Fiber%20Packing%20黄芳纶盘根%20RGSP301\sales@seal-china.com
file:///E:\2014年工作文档\Kaxite%20网站\Kaxite%20产品资料\Industrial%20Gaskets\Semi-Metallic%20Gaskets\Flexible%20Graphite%20Gaskets%20石墨复合垫%20RGS1000\Graphite%20gasket%20reinforced%20with%20metal%20mesh%20网增强石墨垫片%20RGS1030\kaxite@seal-china.com

